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Product Name: WRAP SEAL® ULTRA QUICK REPAIR KIT FOR ACTIVE PIPE LEAKS 
MSDS No: 416                         Revision No: 0                                 Issue Date: 3 June 2024  
 

 

MATERIAL   SAFETY   DATA   SHEET 

Section 1 – Company Details 
 
Company Name: SealXpert® Products 
Address:  53 Ubi Avenue 1, #05-25 Paya Ubi Industrial Park Tel:  +65 6742 4992/6742 4998 
                   Singapore 408934 Fax:  +65 6749 6916  
                                    Email:   mailbox@sealxpert.com 
 

Section 2 – Hazardous Identification  
 

EMERGENCY OVERVIEW 
CAUSES SKIN IRRITATION 

 
Precautionary Statements 
 
Prevention: Avoid breathing vapors, mist, or spray. Wash affected area thoroughly after handling. Use only 
 outdoors or in a well-ventilated area. Contaminated work clothing should not be allowed out of the 
 workplace. Wear protective gloves, eye protection, and face protection. In case of inadequate 
 ventilation wear respiratory protection. 
Response: IF ON SKIN: Wash with plenty of water. IF INHALED: If breathing is difficult, remove victim to fresh 
 air and keep at rest in a position comfortable for breathing. Call a POISON CENTER or physician if 
 you feel unwell. IF IN EYES: Rinse cautiously with water for several minutes. Remove contact 
 lenses, if present and easy to do. Continue rinsing. IF SWALLOWED: Rinse mouth. Do NOT induce 
 vomiting. If skin irritation or rash occurs: Get medical attention. If eye irritation persists: Get medical 
 attention. If experiencing respiratory symptoms: Call a poison center or physician. Take off 
 contaminated clothing. 
Storage: Store in a well-ventilated place. Keep container tightly closed. Store locked up. 
Disposal: Dispose of contents and/or container according to Federal, State/Provincial and local governmental 
 regulations. 
   

Section 3 – Composition 
 
WRAP SEAL PLUS FIBERGLASS REPAIR TAPE 
 

Ingredient CAS NO. Content (Wt%) 
Glass, oxide, chemicals 65997-17-3 60 - 100 
MDI Prepolymer 96328-90-4 10 - 30 
Methylenebis(phenylisocyanate) 101-68-8 5 - 10 
Polymeric diphenylmethane diisocyanate 9016-87-9 1 - 5 
Titanium dioxide 13463-67-7 0.1 - 1 

 
SEAL STIC SS106 UNDERWATER EPOXY STICK 
 

Ingredient CAS NO. Content (Wt%) 
Talc 14807-96-6 30 - 60 
Iron 7439-89-6 10 - 30 
Epoxy resin 24969-06-0 10 - 30 
Glass, oxide, chemicals 65997-17-3 10 - 30 
Substituted aminophenol 123-30-8 5 - 10 
Treated fumed silica 67762-90-7 1 - 5 
Quartz (SiO2) 14808-60-7 0.1 - 1 

 
SEALXPERT ULTRA SEALING TAPE 
 

Ingredient CAS NO. Content (Wt%) 
Silicone Rubber (cured) 63394-02-5 90 - 100 
Amorphous Silica 7631-86-9 < 30 
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Section 4 – First Aid Measures 
 
Eye contact:  Rinse immediately with plenty of water, also under the eyelids, for at least 15 minutes. Get medical 
 attention. 
Skin contact:  Immediately flush skin with plenty of water (using soap, if available). Remove contaminated clothing 
 and footwear. Get medical attention. Wash clothing before reuse. Thoroughly clean shoes before 
 reuse. 
Inhalation:  If symptoms are experienced remove source of contamination or move victim to fresh air. Obtain 
 medical attention. 
Ingestion:  DO NOT induce vomiting unless directed to do so by medical personnel. Never give anything by 
 mouth to an unconscious person. Get medical attention. 
 

Section 5 – Fire Fighting Measures 
 
Extinguishing media:  Foam, dry chemical or carbon dioxide. 
Firefighting measures:  Self-contained breathing apparatus and protective clothing should be worn in 
 fighting large fires involving chemicals. Determine the need to evacuate or isolate 
 the area according to your local emergency plan. Use water spray to keep fire 
 exposed containers cool. 
Unusual fire hazards:  None. 
 

Section 6 – Accidental Release Measures 
 
Environmental precautions:  Do not allow product to enter sewer or waterways. 
Containment/Clean up:  Remove all sources of ignition. Evacuate and ventilate spill area; dike spill to prevent 
 entry into water system; wear full protective equipment during cleanup. Scrape up as 
 much material as possible. Store in a partly filled, closed container until disposal. 
 

Section 7 – Handling and Storage 
 
Handling:  Use only with adequate ventilation. Prevent contact with eyes, skin and clothing. Do not 
 breathe vapor and mist. Wash thoroughly after handling. Use personal protective 
 equipment recommended in section 8. 
Storage:  Store in a cool, dry, well ventilated area away from sources of heat and 
 incompatible materials. Store away from heat, sparks, flames, or other sources of 
 ignition. Protect from direct sunlight. Keep container tightly closed when not in use.  
Hygiene practices:  Wash thoroughly after handling. 
 

Section 8 – Exposure Controls / Personal Protection 
 
Eye protection:   Non-fogging chemical safety goggles or safety glasses with side shields. 
Skin protection:  Wear suitable impervious protective gloves such as PVC or Nitrile gloves. 
Respiratory system protection:  Avoid breathing of dust, vapours, mists or spray. Where ventilation is inadequate 
 and dusts, vapours or mists are generated the use of a respirator with filter is 
 recommended. Filter capacity and respirator type depends on exposure levels. 
 

Section 9 – Physical and Chemical Characteristics 
 
WRAP SEAL PLUS FIBERGLASS REPAIR TAPE 
Physical Appearance:  Tacky resin on a fiberglass substrate 
Colour:  White or Yellowish 
Odor:  Very slight 
Water Solubility:  Nil 
Specific Gravity:  1.12@25°C 
Melting Point:  N/A 
Boiling Point:  N/A 
Evaporation Rate:  N/A 
Vapour Pressure:  N/A 
Vapour Density (AIR=1):  N/A 
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SEAL STIC SS106 UNDERWATER EPOXY STICK 
Physical state:  Soft moldable putty 
Color:  Grey 
Odor:  Slight sulphur/ amine odour 
Odor threshold:  Not available 
pH:  Not available 
Vapor pressure:  Not determined 
Boiling point/range:  Not available 
Melting point/ range:  Not applicable 
Specific gravity:  2.0 
Vapor density:  Not applicable 
Flash point:  Not available 
Flammable/Explosive limits - lower:  Not applicable 
Flammable/Explosive limits - upper:  Not applicable 
Autoignition temperature:  Not applicable 
Flammability:  Not applicable 
Evaporation rate:  Not applicable 
Solubility in water:  Insoluble 
Partition coefficient (n-octanol/water):  Not available 
VOC content:  < 1% 
Viscosity:  Not available 
Decomposition temperature:  Not available 
 
SEALXPERT ULTRA SEALING TAPE 
Physical State:  Solid 
Appearance and Odor:  Black elastic rubber roll, rubber-like odor 
Boiling Point, °C (°F):  Not determined 
Melting Point, °C (°F):  Not determined 
Flash Point, °C (°F):  Not determined 
Evaporation Rate (BuAc = 1):  Not determined 
Vapour Pressure, mm Hg:  Not determined 
Vapour Density (Air = 1.0.)  Not determined 
Solubility in Water:  Nil 
Reactivity with Water:  Nil 
Specific Gravity:  1.2 (rubber only) 
 

Section 10 – Stability and Reactivity 
 
Stability:  Stable under normal temperatures and pressures 
Hazardous polymer:  Hazardous polymerization will not occur. 
Conditions to avoid:  Elevated temperatures. Protect from direct sunlight. Heat, flames, sparks 
 and other sources of ignition. Store away from incompatible materials. 
Materials to avoid:  None identified. 
Hazardous decomposition products: Oxides of carbon. Irritating vapors.  
 

Section 11 – Toxicological Information 
 
Skin:  Acute: Causes skin irritation. May cause allergic skin reaction. Isocyanates react with skin protein and 
 moisture and can cause irritation which may include the following symptoms: reddening, swelling, rash, 
 scaling or blistering. Cured material is difficult to remove. 
Eyes: Causes serious eye irritation. Liquid, aerosols or vapor are irritating and can cause tearing, reddening 
 and swelling. 
Inhalation: Harmful if inhaled. 
Ingestion:  Harmful if swallowed. 
 

Section 12 – Ecological Information 
 
Environmental effect and distribution:  Data not available. 
Environmental influence:   Data not available. 
Biology accumulation:   Data not available. 
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Section 13 – Disposal Considerations 
 
Special instructions: Observe all federal, state and local laws and regulations. 
 

Section 14 – Transportation Information 
 
Transportation: Not classified as Dangerous Goods and can be transported by Road, Rail and Air. 
 The item is not restricted or not regulated as per IATA. 
 

Section 15 – Regulatory Information 
 
Observe the governmental or local regulations to use the product safely. 
 

Section 16 – Other Information 
 
Discard contaminated clothing immediately.  Maintain clean equipment and work areas. Wipe up spills immediately. 
 
 
Warning to users: 
 

This data sheet completes the technical notices but does not supersede them. The information contained in it is 
grounded to the statement of our knowledge of the product concerned at the publishing date. 
Moreover, user’s attention should be drawn on the possible risks incurred when a product is used for other purposes 
than those for which it has been designed. It does not stop in any case the user knowing and following the whole 
regulatory texts related to his activity. He will be the sole responsible of the precautions related to the use of the 
products he knows. 
The aim of the whole regulatory prescriptions mentioned is to help the receiver to fulfill his duties when using the 
product. This list must not be considered as exhaustive. It does not stop the user from making sure that he complies 
with the written obligations other than those previously cited and which rule the fact of keeping and using the product 
for which he is the sole responsible person. 
 
 


